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LLCC-Series

Designed for vertical farming, growth rooms and chambers, the 
LLCC-Series (constant current) is a slim, modular, efficient and 
durable grow light with a high IP rating.

LLCC-Series is available in a complete set of 3-4 LED bars 
(incl. drivers, cables and mounting accessories) allowing you to  
illuminate your cultivation area with the highest degree of spectral 
and intensity uniformity.

Up to 160 µmol/s per bar

IP66 - dust and humidity resistant (wet location rated)

Dimmable, control system-compatible and easy-to-install

Typical values presented in the tables. Rs:FRs (Sellaro et. al. 2010)

Modular LED Bars

+358 29 3700 670

Spectrum UV % B % G % R % FR % PAR % CCT CRI B:G B:R R:FR Rs:FRs

Lumi-VF 0 14 30 49 7 93 3700 90 0.5 0.3 6.5 6.0
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Multi-bar standard sets Input Voltage (VAC) Nominal

LLCC120-3
90-305

(uPowertek BLD-150-C380)

LLCC120-4
90-305 

(uPowertek BLD-200-C420

LLCC150-3
90-305 

(uPowertek BLD-150-C380)

LLCC150-4
90-305 

(uPowertek BLD-200-C420)

Power factor > 0.95

Recommended distance from 
plants (m/in-ft) 0,15 - 1 / 0.59 - 3.28

Cooling Passive

Ambient operating temp. (°C/°F) -20…+45 / -4…+113

Minimum cable bending radius 5x cable diameter

Certification and approvals CE, RoHS, EMC, Low Voltage 
Directive, Eco-design (EuP)

Spectrum Lumi-VF (LLCC120) Lumi-VF (LLCC150)

Efficacy (µmol/J) 2,8 3,0

Light output (µmol/s) 114 160

Power (W) 41 54

Light intensity decay (hrs) Q90 50 000

Dimming (V) 0-10 (PWM); Dali option available

IP 66 (wet location)

LLCC120 (1 bar) LLCC150 (1 bar)

Weight (kg/lb) 0,39 / 0.86 0,49 / 1.08

Length (mm/in) 1172 / 46.1 1472 / 57.9

Width (mm/in) 37 / 1.45 37 / 1.45

Height (mm/in) 13 / 0.51 13 / 0.51

Pieces per package 3-4

AC mains plug (mm/in) No (Field installable connector)

Frequency (Hz) 50/60

Min. distance to combustible 
surfaces (m/in) 0,3 / 11.8

Storage temperature (°C/°F) -20...+40 / -4...+104

Maximum relative humidity (%) 90 (non-condensing)

Photobiology safety classif. Risk Group 1

Warranty Up to 5 years limited. 
More at valoya.com/warranty

Mounting clips

ACCESSORIES

1200 mm / 47.24" 

26 mm / 1" 

8 mm
/ 0.3" 

1171 mm / 46.1" 
15 mm / 0.6" 
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Valoya reserves the right to change the data without notice. Distributor list available at valoya.com/distributors
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