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UV-Series

Delivering radiation at 330 nm, the UVA330 solution is available in 
120 cm length and can be configured with one to four light bars to 
accommodate a range of installation requirements.

For more information about our UV product range 
and datasheets for other UV wavelengths, please 
visit valoya.com/brochures-and-guides

Modular solution available in 1-4 bar sets

IP66 - dust and humidity resistant (wet location rated)

Dimmable, control system-compatible and easy-to-install

UVA330

Relative emission 
intensity (a.u.)
 
(Normalized to peak 
spectral intensity)

+358 29 3700 670

Spectrum UV (100 - 400 nm) % PAR % FR %

UVA330 100 0 0
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Bar Configuration Number of LED Bars Type of Node Cable Number of Node Cables Number of LED Drivers

1-LED Bar Set 1 1-node cable 1 1

2-LED Bar Set 2 2-node cable 1 1

3-LED Bar Set 3 3-node cable 1 1

4-LED Bar Set 4 4-node cable 1 1

Valoya reserves the right to change the data without notice. Distributor list available at valoya.com/distributors

AVAILABLE CONFIGURATIONS

Important: Configurations may only comprise LED bars of a single length. Combining 90 cm and 120 cm bars within the same configuration is not supported.

1 LED bar 2 LED bars 3 LED bars 4 LED bars

4-node 3-bar Kit

4-bar Kit

2-bar Kit

1-bar Kit

3-node

2-node

1-node

LLFIX_K3

LLFIX_K4

LLFIX_K2

Mounting Rail Kit 
Option: Includes 2 
rails and hangers 
tailored for the 
selected number of 
fixtures.

+ + + +

A. Mounting
Rail Kit

DRIVER

INCLUDED IN THE SET

CABLING FIXTURE MOUNTING

OPTIONAL

260 mm

2000 mm

OR

OR

OR

M15

M15

M15

M15

M15

M15

670 mm

580 mm

300 mm

300 mm

Mounting 
Rail Kit 
Hanger

Mounting 
Rail

Hanger

Hangers can be 
installed using 
screws or zip ties.

GL0011

GL0012

GL0010

B. Standard 
Clip

580 mm

100W

LLCC120-1  UVA330 LLCC120-2  UVA330 LLCC120-3  UVA330 LLCC120-4  UVA330

Dimensions, L x W x H (mm) 1172 x 37 x 13 (1172 x 37 x 13) x 2 (1172 x 37 x 13) x 3 (1172 x 37 x 13) x 4

Weight (kg) 0,39 0,78 1,17 1,56

Power (W) 20 39 56 74

Radiant Flux (W) 0,9 1,8 2,8 3,7

Wall-Plug Efficiency (%) 5 5 5 5

Light output (µmol/s) 2,5 5,1 7,6 10,2

Light intensity decay (hrs) R70 at 10 000

Warranty Up to 5 years limited. More at valoya.com/warranty

Certification and approvals CE-marked

Dimming (V) 0-10 (PWM)

Ambient operating temp. (°C/°F) -20…+45 / -4…+113

Maximum relative humidity (%) 90 (non-condensing)

LLCC120 UVA330

LLCC120-1  UVA330 LLCC120-2  UVA330 LLCC120-3  UVA30 LLCC120-4  UVA330

Risk Group 
Actinic UV Hazard (Es)

RG0 
(Exempt Group)

RG1 
(Low Risk)

RG1 
(Low Risk)

RG2 
(Moderate Risk)

Risk Group 
Near UV Hazard (EUVA)

RG0 
(Exempt Group)

RG0 
(Exempt Group)

RG0 
(Exempt Group)

RG0 
(Exempt Group)

Risk group classification of LLCC UVA330 products in accordance with IEC 62471-6:2022.
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AVAILABLE LENGTHS
120 cm

https://www.valoya.com/distributors


Research-Grade
Horticultural Lighting
Two decades of innovation in LED lighting for plant science and commercial cultivation.

Valoya® is a brand of Greenlux Lighting Solutions Oy and a registered trademark 
in the European Union, the United States, and certain other countries.

Due to our continuous program of product development, data is subject to change without notice.

www.valoya.com

+358 29 3700 670

sales@greenlux.com

Greenlux Lighting Solutions Oy
Mekaanikonkatu 1
00880 Helsinki
FINLAND

Headquarters
sales.us@valoya.com

Valoya North America

sales.india@valoya.com

Valoya India

Distributor list: valoya.com/distributors

Global Distribution

ALL BROCHURES
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